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The NoviPro ChemPack-XL
represents an evolution in
fluid management solutions.

The ChemPack-XL design is based on a tried-and-true
fluid mixing module with a strong history of reliable

performance. The ChemPack-XL combines:

o High-Pressure Rinse o Low-Pressure Presoak
o High-Pressure Soap Q Low-Pressure Foam Brush
) High-Pressure Wax
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The front plate of the ChemPack-XL serves as the

mounting location for Flojet Pumps, Solenoids,
and supporting equipment for Low-Pressure
Cycles. The installation crew assembles the
ChemPack-XL on-site, and all interconnections
between the PumpPack and the ChemPack-XL

are prewired with quick disconnects.
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Technical Features:

) Sstainless Steel, 14-Gauge Construction.

Flojet air-driven delivery pumps.

Stainless Steel Solenoid Manifolds with
Built-in metering.

John Guest push-in Poly Tube connectors
(3/8" OD Poly Tube standard).

Color-Coded Fluid Lines.

Scalable for any number of bays and
products required.
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Optional Features:

) Additional Low-Pressure Functions
(e.g. Bug Wash, Tire Cleaner, etc.).

) Hydrominder Model 511.

) cCustomized Layouts are available.
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Hydrominder Model 506 Proportioning Valves.

Water Requirements:

A1-%" line (preferably hot and soft) with one 1"
FNPT Outlet and Ball Valve for the Rinse Tank Float
and %" FNPT Outlets with Ball Valves and %" FPT
fittings on 8" centers. The number of 12" outlets
should match the number of products.

Standard Dimensions:

@ 1Large with up to 5 Small Tanks Version:
62"W x 16.25"D x 57.25"H (157.48 x 41.275 x 141.415)

@ 1 Large with up to 6 Small Tanks Version:
70"W x16.25"D x 57.25"H (177.80 x 41.275 x 141.415)

Compressed Air Requirements:

) 5cfm @ 90PSI (1-8 Chemical Unit)
& 7cfm @ 90ps! (1-11 Chemical Unit)
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